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Class 200 Polyester or polyesterimide overcoated with polyamide

enamelled round copper wire

Specifications

Heat shock
The minimum heat shock

temperature shall be 220℃

Cut-through
No failure shall occur within 2 min at

320℃

Resistance to

abrasion

Nominal conductor diameters from

0,250 mm up to and including 2,500

mm

Diameter /

Dimension

Grade 1: 0.05 mm – 2.00 mm;

Grade 2: 0.05 mm – 5.00 mm.

Temperature index 200

Reference IEC 60317-13 standard

The base materials for this type of enamelled wire include polyester or polyesterimide and

polyamide-imide.

It has a top coating of polyamide-imide. It is classified as Class 200. It is suitable for continuous

operation at temperatures up to 200℃.

https://www.lphuayangwire.com/


lphuayangwire.com

Specifications

Polyester or Polyesterimide Coating：

This is extensively used wire enamel with excellent thermal properties, class 180 or above.

Known for good flexibility, adhesion, and electrical properties.

Adequate thermal stability. These coatings can typically withstand temperatures up to 180℃,

making them suitable for high-temperature applications.

Polyamide-Imide Coating:

Offers superior thermal stability, abrasion resistance, and chemical resistance. Excellent

mechanical-property retention at elevated temperatures.

It can endure temperatures up to 220℃ or higher, extending the wire’s operational range. It

offers exceptional resistance to a wide range of chemicals, including solvents and corrosive

agents.
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